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Easy for installation

a. patented Electronic Valve

b.Installed by 2 screws

Eco. (Environmental protetion and Energency saving)
adjustable suction pressure

New design on funnel no block on fabric & thread.
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@ Presionar el Pedal hacia adelante para Das Venturi arbeiter,wenn der FuBanlasser

operar el SISTEMA VENTURI(SISTEMA nach hinten gedriickt wird.

PARA RECOLECTOR DE PELUZA) Der PL-Regler arbeiter,wenn der FuBanlasser
@ Presionar el Pedal hacia atras para nach hinten gedriickt wird.

operar el alza prenzatela. Bei allen Overlock-oder Interlock-Maschinen
€ Se puede combinar a overlock e interlock mit Kupplung oder elektronischem Motor

de cualguier marca con clutch o servo motor. anwendbar.

@ El accesorio "regular del aire" es opcional. Der Luftregler ist wahlfrei.



VD-1 VENTURI DEVICE

VD-1A : vD-1+ AR

B MACHINE TYPE
I FUNCTIONS

B ACTIVATION
B WASTE COLLECTION :
I OPERATION

REGULATOR

: Overlock Machines With Clutch Motors
: Used with any type of chain cutter

on any machine.

: Treadle Rod With One Air Switch

Fabric Bag

: Venturi operates when treadle pressed.

VD-1P VENTURI & PL CONTROLLER

VD-1PA : vD-1P + AIR REGULATOR

I MACHINE TYPE
B FUNCTIONS

B ACTIVATION
B WASTE COLLECTION :
B OPERATION

*PL Device is optional

: Overlock Machines With Clutch Motors
: Used with any type of chain cutter on any

machine and Presser Foot Lifer
Controller(PL Device).

: Treadle Rod With One Air Switch

Fabric Bag

: Venturi operates when treadle pressed,

PL device operates when treadle heeled.

VD-2 VENTURI DEVICE

VD-2A : vD-2 + AIR REGULATOR

B MACHINE TYPE
@ FUNCTIONS

Il ACTIVATION
B WASTE COLLECTION :
B OPERATION

: Overlock Machines With Electronic Motors
: Used with any type of chain cutter on any

machine.

: 24 Volt 1-way Magnetic Valve

Fabric Bag

: Venturi operates when treadle pressed.

VD-3 VENTURI DEVICE

VD-3A : vD-3 + AIR REGULATOR

M MACHINE TYPE

B FUNCTIONS

B ACTIVATION
B WASTE COLLECTION :
B OPERATION

: Interlock Stitch Machines With Electronic

Motors

: Used with any type of fabric trimmer

beside of the needles on any interlock
stitch machine.

: 24 Volt 1-way Magnetic Valve

Fabric Bag

: Venturi operates when treadle pressed.




VD-3P VENTURI & PL CONTROLLER

VD-3PA : vD-3P + AIR REGULATOR
B MACHINE TYPE

- Interlock Stitch Machines With Electronic Motors

: Used with any type of fabric trimmer

B FUNCTIONS

I ACTIVATION
B WASTE COLLECTION :
I OPERATION

*PL Device is optional

beside of the needles on any interlock
stitch machine and Presser Foot Lifter
Controller( PL Device ).

: 24 Volt 2-way Magnetic Valve

Fabric Bag

: Venturi operates when treadle pressed,

PL device operates when treadle heeled.

VD-4 VENTURI DEVICE

VD-4A : vD-4 + AIR REGULATOR

B MACHINE TYPE

B FUNCTIONS

I ACTIVATION
B WASTE COLLECTION :
B OPERATION

: Interlock Stitch Machines With Clutch

Motors

: Used with any type of fabric trimmer

beside of the needles on any interlock
stitch machine.

: Treadle Rod With One Air Switch

Fabric Bag

: Venturi operates when treadle pressed.

VD-4P VENTURI & PL CONTROLLER

VD-4PA : vD-4P + AIR REGULATOR
B MACHINE TYPE

B FUNCTIONS

I ACTIVATION
B WASTE COLLECTION :
B OPERATION

*PL Device is optional

: Interlock Stitch Machines With Clutch

Motors

: Used with any type of fabric trimmer

beside of the needles on any interlock
stitch machine and Presser Foot Lifter
Controller( PL Device ).

: Treadle Rod With Two Air Switches

Fabric Bag

: Venturi operates when treadle pressed,
PL device operates when treadle heeled.

VD-5 VENTURI DEVICE

VD-5A : vD-5 + AIR REGULATOR

B MACHINE TYPE

Bl FUNCTIONS

B ACTIVATION

: Overlock Stitch Machines With Clutch

Motors

: Used with any type of chain cutter and

funnel for fabric waste on any overlock
stitch machine.

: Treadle Rod With One Air Switch

B WASTE COLLECTION : Fabric Bag

M OPERATION

: Venturi operates when treadle pressed.
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VD-5P VENTURI DEVICE

VD-5PA : vD-5P + AR REG.

B MACHINE TYPE : Overlock Machines With Clutch Motors

I FUNCTIONS : Used with any type of chain cutter and
funnel for fabric waste on any overlock
machine and PL Controller.

[l ACTIVATION : Treadle Rod With Two Air Switches
B WASTE COLLECTION : Fabric Bag
B OPERATION : Venturi operates when treadle pressed,

PL device operates when treadle heeled.

VD-6 VENTURI DEVICE

VD-6A : vD-6 + AIR REGULATOR

B MACHINE TYPE : Overlock Machines With Electronic Motors

M FUNCTIONS : Used with any type of chain cutter and
funnel for fabric waste on any overlock
machine.

B ACTIVATION : 24 \olt 1-way Magnetic Valve

B WASTE COLLECTION : Fabric Bag

B OPERATION : Venturi operates when treadle pressed.

VD-6P VENTURI DEVICE

VD-6PA : vD-6P + AR REG.

[ MACHINE TYPE : Overlock Machines With Electronic Motors

I FUNCTIONS : Used with any type of chain cutter and
funnel for fabric waste on any overlock
machine and PL Controller.

B ACTIVATION : 24 \olt 2-way Magnetic Valve
B WASTE COLLECTION : Fabric Bag
B OPERATION : Venturi operates when treadle pressed,

PL device operates when treadle heeled.
*PL Device is optional

Compatible Application Table:

Model Number For
HO HSING PEGASUS
VD-1 300464-91
VD-1A 300464A91
VD-1P 300467-91
VD-1PA 300467A91
VD-4(209) 350241C9U
VD-4A(25 @) 350241A9U
VD-4A(20 @) 350241B9U
VD-5A LC-001




OPTINAL PL DEVICE COMBINED WITH VENTURI DEVICE

*The PL Device is used to lift the presser foot of sewing machines by pneumatic power.
*Each device includes an air cylinder set with mounting bracket fitting a variety of machine heads.
*The magnetic valve will be activated by a mechanic air switch on the treadle rod.

FOR MODELS OF ORDER CODES SUITABLE FOR

VENTURI DEVICE FOR PL DEVICE SEWING MACHINE TYPE
VD-1P.VD-1PA 2VD5036 OVERLOCK KINGTEX SH-6000 SERIES
VD-5P.VD-5PA 2VD6035 OVERLOCK,PEGASUS M-700 SERIES
VD-6P.VD-6PA 2VD6036 OVERLOCK,PEGASUS EX-/LX-SERIES

2VD3036 INTERLOCK STITCH,PEGASUS W500/W600 SERIES
BRI INTERLOCK STITCH,YAMATO VC-/VF-VG-SERIES
VD-4P.VD-4PA 2VD30A6 INTERLOCK STITCH,SHING LING VG-888 SERIES
INTERLOCK STITCH,SHING RAY FW-787 SERIES

INDEPENDENT PL DEVICE

*The PL Device is used to lift the presser foot of sewing machines by pneumatic power.
*Each device includes an air cylinder set and a magnetic valve as air switch.
*The magnetic valve will be activated by a DC 24 volt signal provided by a servo motor.

MODEL NUMBERS ORDER CODES SUITABLE FOR
FOR PL DEVICE FOR PL DEVICE SEWING MACHINE TYPE
PL-1 1PFB11 OVERLOCK,PEGASUS EX/LX SERIES
PL-2 1PFB21 INTERLOCK STITCH,PEGASUS W500/W600 SERIES
PL-3 1PFB31 OVERLOCK,PEGASUS M-700 SERIES
PL-4 1PFB41 OVERLOCK,KINGTEX SH-6000 SERIES

More application onto a variety of sewing machines are available upon customers' request.

2VD6035 1PFB31
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H. S. Machinery Co., Ltd.

B AR R A D B R 7]
NO.5LANE 632 CHUNG CHENG RD.,SHULIN CITY,
TAIPEI HSIEN, TAIWAN

TEL:886-2-26885967/26885742/26885763/26891671

FAX:886-2-26896600/26893657
E-mail : hsmc@ms14.hinet.net , sales@hohsing.com.tw

http://www.hohsing.com
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