
i 51i 51HIGH PERFORMANCE 

ECO-AC SERVO MOTOR

 1. Sui table for  the direct type / under the table type 
    sewing machine.
 2. Simple installation, easy operation.
 3. Switching power supply system, safer and better for energy 
     saving. 
 4. MCU control, software / hardware 2-way protection system, 
     prolonging the product life.
 5. One-shot positioning and multi-positioning modes, operation 
     is handy and raise your work efficiency.
 6. ECO-circuit design, conform to each safety standard and
     RoHS directive, less pollution, let us do our part to preserve
     the environment.

 1. 適用於直驅式 / 下掛式縫紉機。

 2. 安裝簡單，操作輕鬆。

 3. 交換式電源供應系統，更省電，更安全。

 4. 微電腦控制，軟硬體雙向保護機能，產品壽命更長久。

 5. 一針到位及多種定位模式，讓您操控更得心應手，提升作

     業效率。

 6. 環保節能電路設計，符合各類安規及RoHS指令，低污染，  

     讓我們為環保盡一分心力。

50%省電達到
Save energy in

40%效率提升
Efficiency  up 40%

SERIESSERIES
FEATURES / 特性

C - 200

50%省電達到
Save energy in

效率提升
Efficiency  up

7-SEGMENT DISPLAY / 七段顯式器

1. LED燈光顯示清晰

    LED  bright and clear.
2. 參數設定鍵

    Parameter setting keys 
3. 功能鍵

    function keys
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OPTIONAL
 /選購配件



CONTROL BOX MODEL CODE / 控制箱編碼規則

功能區分

Function

輸出功率
Controller power output

車頭代碼
Machine Code

( 1:100-120V / 2:200-240V )

電壓

 

Voltage

機 能

電 機 出 力

電 壓 範 圍

停 針 上 / 下

慢 速 起 動

押 腳 提 升

剪線 / 倒縫 / 撥線

電 晶 體 超 載 保 護

模 組 保 護

立 作 業

電 眼 輸 入 信 號 數

毛重(控制箱+馬達) - 公斤

包 裝 尺 寸

Function

Motor Type

Power Voltage Range

Needle UP / DOWN

Soft Start

Presser Foot Lifting

Trimming / Back Tacking / Wiper 

Power Transistor Protection

Power Module Protection

Standing operation pedal

Edge Sensor Input Port

Gross Weight (control box + motor)- kg

Packing Dimension

DIMENSION / 尺寸圖

SPECIFICATION/ 規格

Please  read  ins t ruc t ion  manual  before  us ing  the  machine  for  sa fe ty  opera t ion .  spec i f ica t ion  modi f ied  wi thout  no t ice .  

為安全起見，使用之前，請詳閱使用手冊，產品規格若有任何變動，恕不另行通知。
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i51 Series
500W- (max. 4500 rpm)

600W- (max. 3500 rpm)

Single Phase (單相) : 200 ~ 240V

★

★

★

★

★

★

★

1

8.0 kg

332L x 272W x 255H  mm

.

MOTOR MODEL CODE / 馬達編碼規則

224
1969.75

45
18

0
70

型號

Model

OPTIONAL / 選購配件

Actual weight might be different depend by the varied accessories

實際重量會依配件的不同而有所差異

Standing Operation Pedal / 立作業踏板 P/NO. SOP-6

1. Three pedals design for speed, trimmer and foot  lifter function. 
2. Smoothly speed change from low to high. 
3. Adopt to standing operation, increase sewing eficiency.

1. SOP-6可操控速度、剪線、抬押腳 

2. 從低速到高速的速度控制十分平滑

3. 可配合站立作業，提高縫製效能

馬達額定出力
Rating output
(50:500W / 60:600W)

解碼器仕樣
Encoder type
 (0,1,2….)

扭力仕樣 Torque specification (A,B,C….)

馬達型式
Motor type 

馬達外殼形式

 Motor case type
 (A,B,C,D….)

M5 - 60 - J  A  1  06
軸心樣式
Shaft type  (01,02….)


